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Analogue ACVV-Controller for elevators
Proven over decades – our analogue ACVV-controller for common 2-speed A.C. elevator motors.





Features

Data
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ARC
Characteristics



// For common 2-speed A.C. elevator motors.
// Cost effective due to the use of smaller motors
// Energy saving through the use of smaller supplementary rotating masses
// Output range up to 62 kW motor performance
// Travel speed(s) of up to 2.5 m/sec
// 5 travel speeds
// Starting jerk suppression
// Landing speed monitoring





// Relevelling
// Short floor correction
// Direct approach possible
// Various monitoring features
// All current analogue tachometers can be connected
// Additional PCB for use with digital encoders
// Low noise version with three-phase rectifier in the brake circuit (special design)
// 500 V nominal voltage 1 60 Hz (special design)
















ARC
Technical data





	Type	IN / Imax in [A]	Motor power PN in [kW]	Dimensions HxWxD in [mm]	Weight in [kg]
	ARC-00	16/ 60	6.0	225x300x260	10.0
	ARC-0	25/ 95	10.0	225x300x260	10.0
	ARC-1	45/160	19.0	225x300x260	10.0
	ARC-2	63/230	29.0	225x300x260	13.0
	ARC-3	100/350	45.0	365x300x260	18.0
	ARC-4	140/480	62.0	365x300x260	19.5









ARC
Accessories



// FU-2A frequency-to-voltage converter for digital encoders with 48-128 pulses per rotation; 15 V power supply
// FU-2D frequency-to-voltage converter for digital encoders with 128-1024 pulses per rotation; 5 V or 15 V power supply
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Interested?

Get in touch to find out more!



CONTACT FORM
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We have been a successful partner in the international elevator market for more than 30 years. We also offer customised solutions for cranes and lifting gears.




 MORE

Contact
Address:
 Tannenstrasse 11 | DE-74229 Oedheim Germany
Tel: +49 (0)7136/9912-0
Fax: +49 (0)7136/9912-10
Email: info@rst-elektronik.de



Newsletter
Subscribe to our newsletter and keep up to date:
Mr.
Mrs.
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Sitemap
	Company
	Products
	Download
	Contact
	Service
	Monitoring portal






	Privacy Policy
	Legal Notice


© 2019 Design Hela Werbung GmbH




Top
                           